PERFORMANCE IN MOTION

>>Mining & Earthmoving

Telephone: 1300 558 939
Website: www.ilddirect.com

Sinopec Lubricants and
International Lubricant Distributors

- Performance In Motion.

The SINOPEC & ILD Difference
Lubricants of the highest quality and
distinction which meet all technical, OEM
and industry standards.
Supply Certainty – supplied from modern
blending facilities in Singapore supported by
13,000 mt of base oil storage and some of
the largest blending capacity in Asia.
Established and proven logistics,
warehouses, customer service teams and
technical support, swiftly supplying premium
lubricants to customers on time, to any
location.
Customer Service – High levels of service
from a product supply point, a technical
support point and a customer service point.
Competitive Pricing – enjoy all the benefits of
premium lubricants and high quality service,
at prices guaranteed to save you money.

Supply Continuity - ILD deliberately holds
significant stock to ensure you always enjoy
continuity of supply. We pride ourselves on
supplying in full and on time.
Flexibility - Unexpected situations arise
suddenly, requiring delivery of products in
the soonest possible timeframe with the
least amount of grief. ILD will process your
order on the day you place it and has proven
systems working to ensure prompt dispatch
of your order.

The impressive supply
capabilities of ILD and Sinopec
mean you are dealing with
a trustworthy supplier of the
highest pedigree. You will not
pay extra for rapid response to
your orders and product supply
requirements. Put us to the
test.
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EnGInE OIL
CJ-4 Platina Diesel Engine Oil
Performance Spec: API CJ-4, API SM, ACEA E7
Viscosity Grade/Type: 15W-40
Features and Benefits
Specifically formulated to meet the
requirements of the latest low emission
diesel engines with DPF, while providing
excellent performance in older engines.
Unique additive chemistry with improved
soot control and exclusive detergent system
for outstanding engine cleanliness.

Very low evaporative losses at high
temperatures, results in reduced oil
consumption, improved fuel economy.
Exceptional low-temperature flow properties
helps speed cold starts.
A continued heritage of outstanding shear
stability for viscosity control.

Ultimate overall wear protection and
oxidation stability, helping to maximize
engine life.

Recommended Applications
Suitable for all heavy duty vehicles equipped
with low emission diesel engines equipped
with DPF or EGR.
Suitable for vehicles equipped with engines
without DPF or EGR.
Suitable for high speed four stroke diesel
engines adopting a range of emission
reduction technologies and meeting Euro III,
IV emission standards.

Off-highway applications where a premium
quality engine oil is desired, such as
construction, mining, quarrying, logging and
agriculture.
Hard working pick-up trucks and sport-utility
vehicles with diesel and gasoline engines.
Suitable for engines requiring oils such as
CJ-4,CI-4+,CI-4,CH-4,CG-4 and CF-4.

Certifications and Approvals
Detroit Diesel PGOS 93K215
DD93K218
Caterpillar ECF-3
MACK EO-O

API CJ-4
Cummins CES20081
Volvo VDS-3
MAn 3275
MTU Oil Category 2.1
Benz MB228.31

Pack Vol Available:

1000L IBC
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200L

18L

EnGInE OIL
CI-4+ Diesel Engine Oil
Performance Spec: API CI-4 Plus/SL, ACEA E7-04, JASO DH-1
Viscosity Grade/Type: SAE 15W-40
Features and Benefits
Formulated with advanced dispersant
additive technology and hydro-treated (Group
II) base oils to impart superior soot handling
capability enabling exceptional viscosity
control under high soot loading, this reduces
wear and allows for possible increases in oil
drain intervals.

Improved engine durability and long drain
capability for the latest emission controlled
heavy duty diesel engines, in particular
engines equipped with EGR (Exhaust Gas
Recirculation) systems.

Recommended Applications
Suitable for heavy duty diesel engines,
in particular engines equipped with EGR
(Exhaust Gas Recirculation) systems.

Certifications and Approvals
Volvo VDS 3
MB 228.3

Mack EO-n Premium Plus
Cummins 20078
Caterpillar ECF-2

Pack Vol Available:
ALSO
AVAILABLE
IN BULK
1000L IBC

200L

18L
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PRODUCT CLASS
CODEGD
CI-4
Product
Diesel name
Engine Oil
Performance Spec: API CI-4, GB 11122-2006 CI-4, API SL
Viscosity Grade/Type: SAE 15W-40
Features and Benefits
Fully formulated with group II based oil to
meet the requirements of low emission
diesel engines with EGR.
Outstanding soot and deposit control
performance to keep engines running
smoothly and clean.

Excellent anti-wear property and prolonged
engine life.
Good low temperature performance to
reduce start-up wear.

Exceptional thermal and oxidation stability
protects engines against corrosion at high
temperatures.

Recommended Applications
Suitable for heavy duty vehicles equipped
with low emission diesel engines with EGR.

Suitable for engines requiring oils such as
CI4, CH-4, CF-4, CF.

Suitable for heavy vehicles with high
operational demands such as long distance.
Suitable for on-highway and off-highway
applications in trucking, mining, construction
and agriculture.
Suitable for engines adopting various
emission treatment systems other than DPF.

Certifications and Approvals
Volvo VDS-3
Cummins CES 20078/76/71
Mack EO-M+ MTU Type2
Man M73275
Daimler MB 228.3

GB 11122-2006 (CI-4)
API CI-4
ACAE E3, E5, E7
Mercedes Benz MB 228.3

Pack Vol Available:
ALSO
AVAILABLE
IN BULK
1000L IBC
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200L

18L

AnTIWEAR HYDRAULIC OIL
L-HV Heavy Duty High Viscosity Index Series
Performance Spec: GB 11118.1-94(L-HV), ISO 6743/4 (L-HV)
Viscosity Grade/Type: 15, 22, 32, 46 and 68
Features and Benefits
A high viscosity index, highly refined base oil
blended with additives designed to lubricate
moderate/high pressure systems in severe
cold regions and those of large ambient
temperature variations.
High anti-wear performance similar to L-HM
anti-wear hydraulic oil. Better high/low
temperature performance and demulsibility
than L-HM which in turn provides
outstanding low temperature startup
ability, low temperature fluidity and high
temperature protection. This prolongs the
service life of the oil.

Outstanding viscosity-temperature
performance. Shear and oxidation stabilities
and small viscosity variation ensure more
stable performance of hydraulic systems.
Excellent anti-wear, anti-rust and anticorrosion performance, prolonging service
life of hydraulic equipment.
Adaptability to seals, effectively preventing
oil from leaking.

Recommended Applications
Suitable for lubrication of moderate/
high pressure systems working in severe
cold regions and those of large ambient
temperature variations or severe conditions

such as the hydraulic systems of
engineering, construction, mining, marine
and oil field machineries.

Certifications and Approvals
B 1118.1-94(L-HV)
ISO6743/4(L-HV)

Pack Vol Available:

1000L IBC

200L

18L
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AnTIWEAR HYDRAULIC OIL
L-HM Series
Performance Spec: GB 11118.1-94(L-HM) Premium
Viscosity Grade/Type: 22, 32, 46, 68 and 100
Features and Benefits
Blended with highly refined base oil and
multi-functional additive for the lubrication of
high pressure hydraulic systems in industry,
shipping and mobile machinery. The product
comprises several grades such as 15,
22, 32, 46, 68 and 100 according to its
kinematic viscosity at 40ºC.

Excellent anti-rust and anti-corrosion
performance.
Adaptability to seals, effectively preventing
oil from leaking.
High demulsibility performance.
Excellent anti-foaming performance.

Outstanding anti-wear performance,
effectively reducing wear and prolonging the
service life of hydraulic pump and system.
High oxidation stability.

Recommended Applications
Comprehensively used in lubrication of
hydraulic systems in industry, shipping,
mobile machinery etc.

Certifications and Approvals
B 11118.1-94(L-HM)
ISO III58:HM
DIn 51524
CInCInnATI P68 P70 P69
EATOn-VICKERS
PARKER-DEnISOn HF-0

Pack Vol Available:
ALSO
AVAILABLE
IN BULK
1000L IBC
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200L

18L

GEAR OIL
HD Final Drive 460 GL-5
Performance Spec: API GL-5/ MT-1, ASTM D 2783,
4-Ball EP Weld Point (Oil)
>400kg minimum
Features and Benefits
Formulated with a semi-synthetic ISO VG
460 base oil, HD Final Drive 460 displays
increased high temperature viscosity
characteristics compared with conventional
heavy duty 85W-140 GL-5 final drive fluids.

in lower wear and increased component
life especially under high load, slow speed
conditions.

The increased high temp viscosity
characteristics yields a stronger lubricating
oil film between the gear surfaces, resulting

Recommended Applications
Developed specifically for heavy duty
final drive/axle hypoid gear applications
encountered in:

Recommended in severe duty applications
where conventional 85W-140 GL-5 fluids
cannot lubricate adequately.

- On-highway
- Underground mining equipment
- Open cut mining equipment
- Earthmoving & civil equipment.

Certifications and Approvals
nA

Pack Vol Available:

1000L IBC

200L

18L
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GEAR OIL
Heavy Duty Automotive Gear Oil
Performance Spec: GL-5 85W/140
GL-5 80W/90
GL-5 ZLS 85W/140
GL-5 ZLS 85W/90
GL-5 ZLS 90
Features and Benefits
Extreme-pressure (EP) additive package,
designed to provide outstanding anti-wear
properties and load carrying capacity.

Outstanding oxidation stability and anticorrosion property, reducing deposit build-up
and protecting gear surfaces.
Balanced formulation, displaying good
chemical compatibility with gear surfaces.

Recommended Applications
Suitable for lubrication of drive axles and
certain automotive transmissions.

Certifications and Approvals
API GL-5
MIL-L-2105D
BEnZ MB 235.6

Pack Vol Available:

1000L IBC
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200L

18L

Especially suited to vehicles equipped with
hypoid gears operating under:
- high speed/low torque,
- low speed/high torque or
- high speed/shock load conditions.

GEAR OIL - InDUSTRIAL
Fully Syntheyic Industrial (CKT) Gear Oil
Performance Spec: ISO 6743-6 L-CKT, AGMA 9005-EO2 ‘S’
US Steel AIST 224
Viscosity Grade/Type: 220, 320
Features and Benefits
Formulated with fully synthetic PAO base oil
and a high performance, multi-functional
additive package to impart:
- Superior lubricating film strength , enabling
very high load carrying ability whilst
prolonging gear life.

- Premium oxidation resistance enabling long
lubricant service life, lowering the risk of
corrosive oxidation by-product build-up.
- Rust & corrosion control combined with good
detergency, protecting and maintaining the
condition of high precision equipment.

Recommended Applications
Suitable for heavy duty industrial gearboxes
with both circulatory or splash feed
lubricating systems, in particular:- Very high loads, shock loads and low speed/
high torque conditions.
- Extreme conditions of temperature, very

low start-up temperatures and very high
operating temperatures.
- Units requiring extended oil drain intervals
e.g. where oil drains are inconvenient.
- Units requiring extended oil drain intervals
e.g. where oil drains are inconvenient.

Heavy Duty (CKD) Industrial Gear Oil
Performance Spec: L-CKD Series
Viscosity Grade/Type: 100, 150, 220, 320, 460, 680, 1000
Features and Benefits
Excellent EP (Extreme Pressure) wear
protection for gears and bearings resulting
in lower operating costs and longer machine
life.
High resistance to oxidation and outstanding
high-temperature stability to reduce sludge
formation and extend lubricant life.

Recommended Applications
Industrial gears for conveyors, agitators,
dryers, extruders, mixers, presses, pulpers,
pumps (including oil well pumps), screens
and other heavy duty applications.

Excellent demulsibility provides satisfactory
service at extended oil drain intervals, even
when water contamination occurs.
Corrosion resistance on soft metals allows
problem-free operation in a wide range of
industrial equipment.

Certifications and Approvals
USS224
AGMA250.04
L-CKD

Pack Vol Available:

1000L IBC

200L

18L
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TRAnSMISSIOn FLUID
Heavy Duty TO-4 Transmission Fluid Series
Performance Spec: TO-4 Series
Viscosity Grade/Type: 410, 430, 450, 460
Features and Benefits
Excellent oxidation and thermal stability,
detergency, dispersancy ensures optimum
protection for powershift transmission in offhighway equipment.

Excellent anti-wear,anti-rust and antifoaming properties.
High load carrying capacity, exceeding the
requirements of heavy duty OEMs.

Excellent frictional control prevents clutch
slippage and ensures quiet and efficient
action of brakes and transmission.
Excellent low temperature properties.

Recommended Applications
Suitable for heavy duty off-highway
equipment.
Suitable for drive train transmissions and
final drives requiring a Caterpillar TO-4-type
fluid.
Suitable for use in hydraulic systems and
hydrostatic transmissions for engineering
and construction machinery.

Certifications and Approvals
Caterpillar TO-4
ZF TE-ML 02
ZF TE-ML 03

Pack Vol Available:
ALSO
AVAILABLE
IN BULK
1000L IBC
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200L

18L

5L

GREASE
HD LC Mining Grease
NLGI/Type: Available in no.1 & no.2 Grades

Features and Benefits
Exceptional Protection under high loads and
temperatures.

3% Solid Lubricants (MoS2 and Graphite)

Excellent performance under extreme
pressure and shock loads.
Outstanding resistance to water wash-out,
dirt ingress and metallic corrosion.
ASTM D2596-4 Ball EP Weld Point (Grease)
> 600kg Min.

Recommended Applications
Heavily loaded plain bearings.
Heavily loaded rolling element bearings
(medium speed).
Hinge & bucket pins and bushes.

Certifications and Approvals
nA

Pack Vol Available:
ALSO
AVAILABLE
IN BULK
GREASE
BINS
180Kg

17Kg
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GREASE
MoS2 High Performance Grease #7413
Performance Spec - Conforms to:

ASTM D 1743 - Rust Protection Standard
ASTM D 1264 - Water Washout Resistance
ASTM D 4049 - Water Spray-off Resistance
ASTM D 2509 - Extreme Pressure: Timken O.K, 45 lbs min
ASTM D 2596 - 4-Ball EP Weld Point (Grease) >600kg minimum

NLGI/Type: Available in no.2 Grade
Features and Benefits
The high drop point provided by the Lithium
Complex thickener and high film strength
provided by the synthetic technology base
oil provides high levels of protection under
conditions of extreme load and temperature.

Resists water wash-out , dirt ingress and
metallic corrosion; the Lithium Complex
thickener system is highly resistant to water
wash, it forms a stable seal that does
not soften or leak once “worked” thereby
preventing dirt/dust ingress and reducing
grease wastage and minimizing lubricant
starvation.

Formulated with 3% lubricating solids in
conjunction with EP additives, imparting
metal-to-metal protection between
interacting surfaces under extreme pressure
and/or shock loading conditions.

Recommended Applications
A high performance grease developed
specifically for off-highway mining and
construction equipment.
It has been developed to address specific
problem areas associated with grease
lubrication in earthmoving environments,
which includes protecting and sealing
lubrication areas against dust and dirt
ingress, resisting water wash-out in wet
conditions and maintaining excellent “stay
put” properties under shock and vibration
conditions.

Applications:
- Highly loaded plain bearings.
- Highly loaded, medium speed rolling element
bearings.
- Hinge and bucket pins & bushes.

Certifications and Approvals
nA

Pack Vol Available:
ALSO
AVAILABLE
IN BULK
GREASE
BINS
180Kg
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17Kg

HEAVY DUTY WET BRAKE LUBRICAnT
Wet Brake Fluid: Universal Transmission
& Hydraulic
Performance Spec: 15W-40, 10W-30
Features and Benefits
Multi-purpose lubricant reducing the need
for carrying a wide variety of lubricants.
Applicable to diesel engines and tractor
transmission/hydraulic systems.
Reduced metal fatigue and prevention of the
early wear of working parts in turn increases
in the life of all mechanical components.
Excellent cold start properties protects
engines during the critical start-up period.

Recommended Applications
Diesel engines and tractor transmission/
hydraulic systems.

Certifications and Approvals
API CG-4/CF-4/SF
API GL-4
ACEA E3
John Deere J27

Pack Vol Available:

1000L IBC

200L

18L
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ROCK DRILL OIL
Rock Drill Oil
Performance Spec: ISO VG 320
Features and Benefits
Extreme pressure (EP) and anti-wear
performance provide protection for rock drill
components under constant heavy shock
loading.
Long-term rust and corrosion protection
prevents parts from rusting during constant
exposure to moisture and corrosive
environments (inc underground).

Recommended Applications
Suitable for lubrication and cooling of
air-operated rock drill tools, such as
jackhammers, drifters, etc.

Certifications and Approvals
Q/SH303 530-2009
Meets the performance requirements of many
rock drill manufacturers, such as IngersollRand, Gardner-Denver, Sullivan, etc.

Pack Vol Available:

1000L IBC
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200L

18L

Exhibits excellent adhesive and emulsifying
properties which prevents incidental water
wash-off. This ensures a strong lubricant film
on the rock drill’s moving parts and metal
surfaces.

COMPRESSOR OIL
Air Compressor Oil L-DAB
Performance Spec: For Reciprocating Air Compressors
Viscosity Grade/Type: 46/68/100
Features and Benefits

Recommended Applications

Good anti-wear performance providing
protection for air compressor moving parts.
Outstanding thermal and oxidative stability
ensuring effective high temperature
performance and minimizing the carbon
deposit formation.
Excellent anti-rust and anti-corrosion
performance preventing corrosion of cylinder
and vent valves.

Suitable for lubrication and sealing of
moderate duty reciprocating air compressors.

Certifications and Approvals
DIn 51506-85
ISO 6743/3 L-DAB
DIn 51506 VD-L

Air Compressor Oil L-DAH
Performance Spec: For Rotary Air Compressors
Viscosity Grade/Type: 46/68/100
Recommended Applications

Features and Benefits
Outstanding anti-oxidative stability ensuring
long service life and minimal carbon deposit
formation.
Excellent oil-water separation performance.
Excellent anti-wear performance.
Good anti-rust performance.

Suitable for lubrication of rotary air
compressors (screw and sliding-vane) with:
A - discharge temperature less than 100˚C
and valid work pressure 800kPa - 1500kPa
B - discharge temperature of 100˚C ~
110˚C and valid work pressure of 800kPa

Certifications and Approvals
DIn 51506

Full range of synthetics available
Available (Both L-DAB and L-DAH):
Pack Vol Available:

1000L IBC

200L

18L
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COOLAnT
YF-2A Environmentally Friendly Coolant
Performance Spec: ASTM D3306
ASTM D4985
Q/SH PRD 145-2008
Features and Benefits
A new formulation with no silicon,
phosphorous, amine, chlorine, molybdate,
nitrite and no ammonium salt.
Outstanding hard water resistance and
stability properties for longer storage periods.
Excellent heat transfer & protection ability
at elevated temperatures, perfect high
temperature anti-corrosion protection for
aluminium, copper and cast iron heat
transfer surfaces in modern engine coolant
applications.

Recommended Applications
Suitable for passenger cars or trucks.
Providing outstanding high temperature anticorrosion protection for the aluminium alloy
in modern engines. Protects the cast iron
liner of diesel engines. Suitable for engines
fuelled by gasoline, diesel, LPG and CnG.

Certifications and Approvals
ASTM D3306
ASTM D4985
Q/SH PRD 145-2008

Pack Vol Available:

1000L IBC
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200L

18L

Organic Acid Technology (Long Service Life).
Harmless to rubber pipe and sealing
materials thereby prolonging the service life
of water pumps and seals.
Universally suitable for engines made of
most metals. One anti-freeze fluid for a
mixed fleet.
Anti-freeze protection at a minimum
temperature of -60ºC. Anti-boil protection at
a maximum temperature of 116ºC.

DEGREASERS & DETERGEnTS
Environmental Solvent Free (water based) Degreaser
Performance Spec: Heavy Duty Water Based
Features and Benefits

Recommended Applications

A solvent based degreasing and cleaning
fluid specifically designed to target grease
and oxidized oils from engines.

Certifications and Approvals
DIn 51506-85
ISO 6743/3 L-DAB
DIn 51506 VD-L

Pack Vol Available:

1000L IBC

200L

Also be applied for general purpose
degreasing and cleaning of workshop floors,
machinery and components.
Applied undiluted to cold engines, it can be
sprayed or brushed/swabbed. The fast acting
formulation results in clean engine surfaces
within 5 minutes of application. Rinse with
clean, low pressure water to ensure residuefree surfaces.

20L

Truckwash Detergent Concentrate
Recommended Applications

Features and Benefits
A new generation water based detergent
incorporating specially selected cleaning
surfactants and corrosion inhibitors, resulting
in superior cleaning of vehicle exterior
surfaces.

Targets tenacious dirt and grime associated
with road transport operations such
as truck- and bus fleets as well as
contaminants encountered in off-highway
applications such as earth moving.
Suitable for use on all vehicle exterior
surfaces including paintwork, metal, rubber,
plastic and glass.
Applied in concentrations ranging from 1% 5% with water.

Pack Vol Available:

1000L IBC

200L

19L
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